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NEK 606 UX EARTHING & BONDING WIRE

EUTENX

INTERNATIONAL

UX Earthing & Bonding Wire (0.6/1kV) Mud Resistant

CABLE DESIGNATION (P108)

0.6/1kV UX, FX - UX

APPLICATION STANDARD

Design guide | NEK-606 & IEC 60092-353
Flame retardant | IEC 60332-1& IEC 60332-3 Category A
U Halogen content | IEC 60754-1, 0.56%!
: Cold bend / impact | CSA C22.2 No. 2556 or IEC 60092-350
- Annex.E Method 1 (-40°c/-35°C)
I Mud / Oil resistant | NEk 606 (Category ab.cd)
Smoke light transmittance IEC 61034, 60%1
-"e"'e"i“‘e’“"“"amm sunlight (UV) resistant | UL 158
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CONSTRUCTION

Conductor
Stranded tinned annealed copper wires as per [EC 60228, Class 2

_——1 Insulation

\Insulotion color : Yellow/Green (Green base with yellow strip) or Green
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* SHF2 as per [EC 60092-360

- Option : NEK 606 Category a,b,c,d Mud or oil resistant

Sectional view

0.6/1kV UX (CLASS 2 CONDUCTOR)

Thickness Overall diameter Conductor Test
Cores

Nominal L MOIX. Nominal Toler- Resistmj:ce Voltage
Area No. overall ance (at200)
WIES dia. (Mox)

EA mm mm Q/km V/5min. kg/km
.0 7 14 35 04 182 3,500 26
1 5 7 1.7 38 0.5 12.2 3,500 33
25 7 2.2 4.2 0.5 7.56 3,500 43
4 7 2.7 4.7 0.5 4.70 3,500 59
6 7 33 53 0.5 3.11 3,500 81
10 7 42 6.2 0.5 184 3,500 120
16 7 53 7.2 0.6 1.16 3,500 180
25 7 6.6 8.9 0.7 0.734 3,500 280
1 35 7 7.9 10.0 0.7 0.529 3,500 380
50 19 9.1 11.8 0.8 0.391 3,500 510
70 19 11.0 13.9 09 0.270 3,500 730
95 19 12.9 15.8 09 0.195 3,500 980
120 37 14.5 17.3 1.0 0.154 3,500 1,210
150 37 16.2 19.2 1.1 0.126 3,500 1,480
185 37 18.0 215 1.2 0.100 3,500 1,860
240 61 20.6 245 13 0.0762 3,500 2,440
300 61 23.1 27.2 14 0.0607 3,500 3,030
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